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Control Connectors



Green visual connection indicator

Vibration resistant large coupling ring

Integrated strain relief
Redundant sealing

Terminal insulation support

MINI-QUICKTM Control Connectors
Control/Power
Wiring Devices & Cable Assemblies

J-3Dimensions in Inches (mm)
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enefits

Hubbell introduces a new line of environmentally
protected control or power connectors that can
handle the toughest environments and still deliver.
The new Mini-Quick line of connectors can speed
up connections and help eliminate down time. The
ability to quickly connect sensors and valves on the
processing line is more efficient and cost effective

than hard wiring. The line consists of molded cable
assemblies and prewired receptacles and inlet
bodies. These devices will interchange with
existing quick disconnect connector systems and
meet the tough Hubbell standard for quality. In
addition, Mini-Quick devices are watertight and
meet ANSI configuration standards.

Features Benefits

Redundant sealing Primary and secondary sealing eliminates contamination and
provides watertight environmental protection.

Terminal insulation support All contacts are designed to support the insulation when
crimped.  This eliminates device failure due to excessive flexing.

Integrated strain relief The design of the strain relief incorporates unequally spaced
gates offering the user better support in tight flexing of the cable.

Green visual connection indicator When the coupling ring is fully tightened, a green line appears and
provides a visual indication that all connections are mated
properly.

Vibration resistant large coupling ring A spring coupling ring that is oversized makes it easy to connect
and disconnect the devices. The ring maintains constant
pressure on the connection eliminating nuisance disconnection
from vibrations.



MINI-QUICKTM Control Connectors
Control/Power
Wiring Devices & Cable Assemblies

J-4 Dimensions in Feet (m)

Mini-Quick Control/Power Wiring Device
13A, 600V AC, 16 AWG

Plugs
Volt- Amp- Cable Straight Straight

Wires age erage AWG Length Ft(M) Male Female Male 90° Female 90° Extensions Jumper

2 600 13 16 3' (.91) HP1203SA HC1203SA HP1203AA HC1203AA HE1203SA –
6' (1.83) HP1206SA HC1206SA HP1206AA HC1206AA HE1206SA HJ1206SA
12' (3.66) HP1212SA HC1212SA HP1212AA HC1212AA – HJ1212SA
20' (6.10) – HC1220SA HP1220AA – HE1220SA –

3 600 13 16 3' (.91) HP1303SA HC1303SA HP1303AA HC1303AA HE1303SA –
6' (1.83) HP1306SA HC1306SA HP1306AA HC1306AA HE1306SA HJ1306SA
12' (3.66) HP1312SA HC1312SA HP1312AA HC1312AA HE1312SA HJ1312SA
20' (6.10) – HC1320SA HP1320AA – HE1320SA –

4 600 13 16 3' (.91) – HC1403SA – HC1403AA HE1403SA –
6' (1.83) HP1406SA HC1406SA HP1406AA HC1406AA HE1406SA HJ1406SA
12' (3.66) HP1412SA HC1412SA HP1412AA HC1412AA HE1412SA HJ1412SA
20' (6.10) – HC1420SA HP1420AA – HE1420SA –

5 600 13 16 3' (.91) HP1503SA HC1503SA HP1503AA HC1503AA HE1503SA –
6' (1.83) HP1506SA HC1506SA HP1506AA HC1506AA HE1506SA HJ1506SA
12' (3.66) HP1512SA HC1512SA HP1512AA HC1512AA HE1512SA HJ1512SA
20' (6.10) – HC1520SA HP1520AA – HE1520SA –

The last letter “A” in the catalog number designates aluminum fitting material.
To order Stainless Steel Fitting material change the last digit to E for female, F for male (e.g., HC1303SE), check factory for availability.
To order Nylon Fitting material change the last digit to C for female, D for male (e.g., HC1303SC), check factory for availability.

Receptacles
Amp- Lead Fitting Straight Straight 

Wires Voltage erage AWG Length Material Male Female Male 90° Female 90°

2 600 13 16 1.0' Aluminum HB1201SB HR1201SB HB1201AB HR1201AB
(.30m) Stainless Steel HB1201SF HR1201SF – –

Nylon HB1201SD HR1201SD – –
3 600 13 16 1.0' Aluminum HB1301SB HR1301SB HB1301AB HR1301AB

(.30m) Stainless Steel HB1301SF HR1301SF – –
Nylon HB1301SD HR1301SD – –

4 600 13 16 1.0' Aluminum HB1401SB HR1401SB HB1401AB HR1401AB
(.30m) Stainless Steel HB1401SF HR1401SF – –

Nylon HB1401SD HR1401SD – –
5 600 13 16 1.0' Aluminum HB1501SB HR1501SB HB1501AB HR1501AB

(.30m) Stainless Steel HB1501SF HR1501SF – –
Nylon – HR1501SD – –

Device Definitions

HB = Inlet - Male Receptacle
HC =Connector - Female Plug
HE = Extension - Extension for Connector
HP = Plug - Male Plug
HR = Receptacle - Female Receptacle
HJ = Jumper - Inlet to Receptacle Jumper

IP67
SUITABILITY



MINI-QUICKTM Control Connectors
Control/Power
Wiring Devices & Cable Assemblies

J-5Dimensions in Feet (m)

Receptacles
Lead Fitting Straight

Wires Voltage Amperage AWG Length Material Male Male 90°
3 600 13 16 1.0' Aluminum HB3301SB HB3301AB

(.30m) Stainless Steel – –
Nylon – –

5 600 13 16 1.0' Aluminum HB3501SB HB3501AB
(.30m) Stainless Steel – –

Nylon – –

Mini-Quick Control/Power Wiring Device
9A, 300V AC, 18 AWG

Straight
Cable Female

Wires Voltage Amperage AWG Length Ft(M) Plug
3 300 9 18 3' (.91) HC2303SA

6' (1.83) HC2306SA
12' (3.66) HC2312SA

4 300 9 18 3' (.91) HC2403SA
6' (1.83) HC2406SA
12' (3.66) HC2412SA

5 300 9 18 3' (.91) HC2503SA
6' (1.83) HC2506SA
12' (3.66) HC2512SA

The last letter “A” in the catalog number designates aluminum fitting material.
To order Stainless Steel Fitting material change the last digit to E for female, F for male (e.g., HC1303SE), check factory for availability.
To order Nylon Fitting material change the last digit to C for female, D for male (e.g., HC1303SC), check factory for availability.

Accessories

Description Catalog Number
2-5 Wire Male Dust Cap HMQ25MDC
2-5 Wire Female Dust Cap HMQ25FDC
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Mini-Quick Control/Power Wiring Device
13A, 600V AC, 16 AWG
Automotive Color Coding

Plugs
Cable Straight Straight Angled

Wires Voltage Amperage AWG Length Ft(M) Female Male Female 90°
3 600 13 16 3' (.91) HC3303SA – –

6' (1.83) HC3306SA – –
9' (2.74) HC3309SA – –
12'(3.66) HC3312SA – –

5 600 13 16 3' (.91) HC3503SA – HC3503AA
6' (1.83) HC3506SA HP3506SA –
12'(3.66) HC3512SA HP3512SA HC3512AA

The last letter “A” in the catalog number designates aluminum fitting material.
To order Stainless Steel Fitting material change the last digit to E for female, F for male (e.g., HC1303SE), check factory for availability.
To order Nylon Fitting material change the last digit to C for female, D for male (e.g., HC1303SC), check factory for availability.

Catalog numbers shown on gray
background will be discontinued
when stock is exhausted.



Termination Color Coding
No. Face View 
Wires of Male NEC International Automotive

2 1 White
2 Black

3 1 Green 1 Yellow/Green 1 Green
2 Black 2 Brown 2 Red
3 White 3 Blue 3 Red

1 Black 1 Black
4 2 White 2 Blue

3 Red 3 Brown
4 Green 4 White

1 White 1 Black 1 Red
5 2 Red 2 Blue 2 Red

3 Green 3 Yellow/Green 3 Green
4 Orange 4 Brown 4 Red
5 Black 5 White 5 Red
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J-6 Dimensions in Inches (mm)

1/2"
N.P.T.

1.86"
(47.2)

1.32"
(33.5)

.50"
(12.7)

1.00"
(25.4)

.47"
(11.9)

1/2"
N.P.T.

.52"
(13.2)

7.63"
(193.8)

7.63"
(193.8)

2.25"
(57.2)

2.25"
(57.2)

1.00"
(25.4)

1.00"
(25.4)

Jumper

2.25"
(57.2)

2.25"
(57.2)

1.00"
(25.4)

1.00"
(25.4)

Extension

Plug - Straight Female Fitting Plug - 90° Female Fitting

Straight Inlet or Receptacle

Dust Cap Plug

Dust Cap Receptacle

1.00"
(25.4)

2.25"
(57.2)

2.00"
(50.8)

1.75"
(44.5)

90° Inlet or Receptacle



MINI-QUICKTM Control Connectors
Control/Power
Wiring Devices & Cable Assemblies

Typical Specifications
Manufacturers Identifications Hubbell #HC1303SA.
Description Connector cable assembly.
Type 2 pole 3 wire.
Rating 13 Amps.
Conductor Size 16 AWG.
Configuration ANSI #B93.55M.
Certification UL Recognized and CSA certified.

Mechanical Specifications
Plug/Connector

Coupling Nut Anodized aluminum (Std.) Stainless steel, nylon (Opt.).
Contacts Brass, tin-plated (Std.), 

Brass, gold-plated (Factory special).
Molded Head PVC.

Cable

(Std) 16 AWG: PVC insulated, fine stranded copper 
conductors, yellow PVC jacket, 600V AC STO, 105°C, 
UL Recognized, CSA Certified.

(Opt) 18 AWG: PVC insulated, fine stranded copper 
conductors with foam polypropylene fillers, yellow PVC 
jacket, 300V SJTO, 105°C, UL Recognized, CSA Certified.

Receptacle/Inlet

Shell Anodized aluminum (Std.) Stainless steel, nylon (Opt.).
Contacts Brass, tin-plated (Std.), 

Brass, gold-plated (Factory special).
Inserts PVC.
Wire 16 AWG with PVC insulation, 600V AC (Std.) 18 AWG with 

PVC insulation, 300V (Opt.).

Electrical Specifications
Voltage 16 AWG - 600V AC 

18 AWG - 300V AC 

Current Central Guidelines
Wire Size Circuit
#16 AWG All pins - 13A max.
#18 AWG All pins - 9A max.

(Consult factory if your application exceeds these values.)

Environmental Specifications -40°C to 90°C (-40°F to 194°F)
Temperature Rating -40° C to +90° C (-40° F to +194° F).
Rainproof Meets rainproof requirements of UL rain test as specified in 

UL STD 514.
Corrosion Anodize finish provides 300 hours salt spray protection 

per MIL-STD 202, Method 101.
Vibration Complies with MIL-STD 202F, Test Method 204, Test Condition B.
Enclosure Rating NEMA 6P IP67 Watertight.
Automotive Automotive Mass Production Equipment: 

Specification E11.1(3).

Applications
Manufacturing

Food Processing
Machine Tool
Bottling Plants
Sensors & Actuators

Transportation

Air
Rail
Auto

Agriculture

Dairy
Produce
Livestock

Construction

Panel Board
Construction

J-7Dimensions in Inches (mm)
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J-8 Dimensions in Inches (mm)

Woodhead Hubbell Woodhead Hubbell Woodhead Hubbell Woodhead Hubbell
Cat # Cat # Cat # Cat # Cat # Cat # Cat # Cat #

40701 HR1201SB 41111 HP1406SA 40711SS HC1206SE 41107-90 HC1403AA

40702 HR1201AB 41112 HP1412SA 40712-90 HC1212AA 41107N HC1403SC

40705 HB1201SB 41115 HE1412SA 40712N HC1212SC 41107SS HC1403SE

40706 HB1201AB 41118 HE1420SA 40712SS HC1212SE 41108-18 HC2406SA

40707 HP1203SA 41119 HE1403SA 40752-90 HP1220AA 41108-90 HC1406AA

40708 HP1206SA 41120 HE1406SA 40901-18 HC2303SA 41109-18 HC2412SA

40709 HP1212SA 41177 HC1420SA 40901-90 HC1303AA 41109-90 HC1412AA

40710 HC1203SA 41306 HC1503SA 40901S-90 HC7303AA 41111-90 HP1406AA

40711 HC1206SA 41307 HC1506SA 40901N HC1303SC 41111N HP1406SC

40712 HC1212SA 41308 HC1512SA 40901S HC7303SA 41111SS HP1406SE

40725 HE1206SA 41311 HB1501SB 40901SS HC1303SE 41112-90 HP1412AA

40743 HE1220SA 41313 HR1501SB 40902-18 HC2306SA 41112N HP1412SC

40748 HC1220SA 41314 HR1501AB 40902-90 HC1306AA 41112SS HP1412SE

40783 HE1203SA 41315 HP1503SA 40902N HC1306SC 41134-90 HP1420AA

40901 HC1303SA 41316 HP1506SA 40902S HC7306SA 41306-18 HC2503SA

40902 HC1306SA 41317 HP1512SA 40902S-90 HC7306AA 41306-90 HC1503AA

40903 HC1312SA 41319 HE1503SA 40902SS HC1306SE 41307-18 HC2506SA

40904 HP1303SA 41320 HE1506SA 40903-18 HC2312SA 41307-90 HC1506AA

40905 HP1306SA 41322 HC1520SA 40903-90 HC1312AA 41307N HC1506SC

40906 HP1312SA 41338 HB3501SB 40903N HC1312SC 41307S HC7506SA

40908 HB1301AB 41339 HB1501AB 40903S HC7312SA 41307S-90 HC7506AA

40909 HB1301SB 41339 HB3501AB 40903S-90 HC7312AA 41307SS HC1506SE

40910 HR1301SB 41343 HE1512SA 40903SS HC1312SE 41308-18 HC2512SA

40911 HR1301AB 41354 HC3512SA 40904-90 HP1303AA 41308-90 HC1512AA

40945 HE1320SA 41355 HP3506SA 40904-90 HP1306AA 41310SS HB1501SF

40946 HE1312SA 41356 HP3512SA 40904N HP1303SC 41313N HR1501SD

40957 HB3301SB 41360 HC3506SA 40904SS HP1303SE 41313SS HR1501SF

40958 HC3303SA 41381 HC3503SA 40905N HP1306SC 41315-90 HP1503AA

40959 HC3306SA 41529 HE1520SA 40905SS HP1306SE 41315N HP1503SC

40960 HC3312SA 40701N HR1201SD 40906-90 HP1312AA 41315SS HP1503SE

40961 HB3301AB 40705N HB1201SD 40906N HP1312SC 41316-90 HP1506AA

40973 HE1303SA 40707-90 HP1203AA 40906SS HP1312SE 41316N HP1506SC

40974 HC1320SA 40707N HP1203SC 40909N HB1301SD 41316SS HP1506SE

40978 HC3309SA 40708-90 HP1206AA 40909SS HB1301SF 41317-90 HP1512AA

41018 HE1306SA 40708N HP1206SC 40910N HR1301SD 41317N HP1512SC

41101 HB1401AB 40709-90 HP1212AA 40910SS HR1301SF 41317SS HP1512SE

41103 HB1401SB 40709N HP1212SC 40982-90 HP1320AA 41319S HE7503SA

41104 HR1401SB 40710-90 HC1203AA 41036SS HC1503SE 41320S HE7506SA

41105 HR1401AB 40710N HC1203SC 41103N HB1401SD 41332-90 HP1520AA

41107 HC1403SA 40710SS HC1203SE 41103SS HB1401SF 41343S HE7512SA

41108 HC1406SA 40711-90 HC1206AA 41104N HR1401SD 41354-90 HC3512AA

41109 HC1412SA 40711N HC1206SC 41107-18 HC2403SA 41381-90 HC3503AA

65-0085 HMQ25MDC

65-0086 HMQ25FDC

MINI-QUICKTM Control Connectors
Competitive Cross Reference


